
 

 
Tel: 281-383-9795 Fax: 281-383-9642 

DAISSA INC Corporate Mailing address: 330 Rayford Rd. Ste 303 Spring, TX 77386 
Houston Warehouse: 26797 Hanna Rd., Bldg 4, Unit 2, Oak Ridge North, TX 77385 

Los Angeles Warehouse: 9360 7th St., Unit F, Rancho Cucamonga, CA 91730 

info@daissausa.com   *   www.daissausa.com  *  www.daissa.com  

 

                            

 

ALUDAISSA SPS is a lightweight and extremely flat aluminum 
composite sign panel substrate that features polyester paint and 
protective film on both sides. It is impact and moisture resistant which 
is ideal for POS/POP, exhibition stands, displays, interior design, 
digital printing and graphic film applications. 

 Double Sided White available in 3mm and 6mm overall thickness. 

 White, Black, Blue, Red, Yellow and Brushed Aluminum are standard. 

 Crated and ready to ship to the trade only. 

 Standard Warranty Applies. 

 

               

 

 

Stock #  Unbranded -(Clear Protective Film) Thickness W L 

SPS31515WHTWHT4896 SPS-0.15mm/0.15mm, PE White Glossy/White Matte 3mm 48” 96” 
SPS31515WHTWHT48122 SPS-0.15mm/0.15mm, PE White Glossy/White Matte  3mm 48” 122” 
SPS31515BSHMLL4896 SPS-0.15mm/0.15mm, PE Brushed/Mill Finish 3mm 48” 96” 
SPS31515BLXBLU4896 SPS-0.15mm/0.15mm, PE Black Glossy/Blue Glossy 3mm 48” 96” 
SPS31515REDYLW4896 SPS-0.15mm/0.15mm, PE Red Glossy/Yellow Glossy 3mm 48” 96” 
SPS63030WHTWHT60122 SPS-0.30mm/0.30mm, PE White Glossy/White Matte 6mm,  60” 122” 

 

 


